
The Button Head Coupler attaches to EZ-3P or EZ-4 injectors to allow grout to flow through. *Injector not included.

The Coupler connects to the grease fitting which allows grout to flow through. Attaches to EZ-1, Mechanical (1/2" & 
5/8") or 3/8" Bang-In injectors. *Injector not included.

The Resin Injection Gun is used with single-component pumping systems. The stainless-steel gauge attached to the 
gun reads pressures while injecting into the crack. The tip is fitted with a grease fitting coupler unless using with a 
Button Head Coupler.

The “F” assembly is to be used with a two-component pumping system for injecting acrylic grouts. The “F” assembly 
contains a stainless-steel assembly with quick connects and two way shut-off valves.

The Wall Spear Assembly is a reusable carbon steel or stainless-steel accessory used in conjunction with the “F” 
Assembly as a resin injector for acrylics.

Needles are good for penetrating leaking pipe-to-manhole connections and for manhole chimney grouting and are 
suitable for injecting grout behind cured Expanded Gasket Placement Technique (EGP) application. The stainless-steel 
1/4" needles are available in lengths of 10", 12", 15", 18", 24", and 36".

The Moisture-Resistant Hose is recommended to prevent resin from “setting up” inside lines. Available in 25' and 50' 
lengths.

The Injection Hose Kit is an injectable waterstop for the permanent sealing of cold and construction joints in concrete, 
pipe penetrations, and voids between slurry walls and slabs. The tubing is designed to keep concrete out of the grout 
delivery system during the pour of a new wall but allows grout to be injected at any time after the pour cures and settles.  
AV-248-LV Flexseal™ or AV-258-MV PermaFlex™ are the recommended urethane injection grouts to use with the 
Injection Hose Kit.

AV-215 Resin Rod is an open cell foam rod designed for use with Avanti’s polyurethane foam grouts via the Expanded 
Gasket Placement Technique (EGP). Available in multiple diameters ranging from 5/8” to 2” and, up to 500-ft. sections.

AV-219 Fibrotite - Oakum - is a fibrous jute material free of oils/tars used in cracks or joints in areas a carrier is needed 
to keep grout in place. Designed for use with the Expanded Gasket Placement Technique (EGP). Available in Large 
Box – (7) 100 ft. twisted fiber sections (30.5 m), or Small Box – (25) 2 ft. twisted fiber sections (0.60 m).

These are Avanti’s standard injection accessories. If you need customized items such as hoses, manifolds, 
static mixers, or strainers, call us at 800.877.2570.
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The EZ-3P injector has 0.28" diameter port and 5/8" outside diameter which allows for greater flow at high 
pressures. The metal button head mechanically seated fitting adds safety. An excellent choice for tight cracks 
where pressures may be greater than 1,000 psi.

The EZ-4 injector has a steel ball one-way valve, 0.28" diameter port and 5/8" outside diameter. The disposal 
composite plastic material is designed with button head coupler connection.

The EZ-1 injector is the most cost-effective production port available due to its disposable composite plastic 
design for ease and efficiency. The zerk fitting is 0.12” diameter port and 5/8” outside diameter for lower flow at 
high pressures. This port is the best seller and most often specified for crack injection work. 

The 3” mechanical injectors/packers are available in 1/2" (red) and 5/8" (blue) outside diameters and are 
reusable. These injectors/packers are designed for 45 degree and straight-on injection of cracks and expansion 
joints. Both 1/2" and 5/8" packers have 0.375" diameter port for injection of large volumes of material. These 
injectors are tolerant of pressure fluctuations. Three-inch injectors may be used with an extension. Rubber 
sleeve color may differ.

The 3/8” Bang In injector has 0.12" diameter port and 3/8" outside diameter which allows for quick, 
low-pressure applications of urethane and epoxy resins. The 3/8” has a separate zerk fitting and is easily 
disposable. The lowest cost injector available. 

The 4” extended mechanical injectors/packers are available in 1/2" (black) and 5/8" (gray) outside diameters 
and are reusable. These injectors/packers are designed for 45 degree and straight-on injection of cracks and 
expansion joints. Both 1/2" and 5/8" packers have 0.375" diameter port for injection of large volumes of 
material. These injectors are tolerant of pressure fluctuations. Rubber sleeve color may differ.

The Epoxy Surface Ports are used with the AV-502 Injectable Bonding Epoxy series. Surface ports are 
commonly used for epoxy injection at relatively low injection pressures. Available in round or corner ports.

The Injector Extension is a 4” long extension that can be used with the 1/2” and 5/8” Mechanical 
Injectors/Packers.
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